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Part Number Part Description and Detail

054600 0.1 mm ID x 0.2 µm Film Thickness x 10 m Length BPX70 GC Capillary Column

054602 0.22 mm ID x 0.25 µm Film Thickness x 25 m Length BPX70 GC Capillary Column

054612 0.22 mm ID x 0.25 µm Film Thickness x 30 m Length BPX70 GC Capillary Column

054603 0.22 mm ID x 0.25 µm Film Thickness x 50 m Length BPX70 GC Capillary Column

054613 0.22 mm ID x 0.25 µm Film Thickness x 60 m Length BPX70 GC Capillary Column

054621 0.25 mm ID x 0.25 µm Film Thickness x 15 m Length BPX70 GC Capillary Column

054622 0.25 mm ID x 0.25 µm Film Thickness x 30 m Length BPX70 GC Capillary Column

054623 0.25 mm ID x 0.25 µm Film Thickness x 60 m Length BPX70 GC Capillary Column

054624 0.25 mm ID x 0.25 µm Film Thickness x 120 m Length BPX70 GC Capillary Column

054606 0.32 mm ID x 0.25 µm Film Thickness x 25 m Length BPX70 GC Capillary Column

054616 0.32 mm ID x 0.25 µm Film Thickness x 30 m Length BPX70 GC Capillary Column

054607 0.32 mm ID x 0.25 µm Film Thickness x 50 m Length BPX70 GC Capillary Column

054617 0.32 mm ID x 0.25 µm Film Thickness x 60 m Length BPX70 GC Capillary Column

054620 0.53 mm ID x 0.5 µm Film Thickness x 30 m Length BPX70 GC Capillary Column

For more information about this product visit www.sge.com or contact techsupport@sge.com.
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